
No.PG97-1E 

P.G.Information (Specialized Product) 

3 port

SS3YJ7-X5
SYJ7※2

P,EA,EB Port Rc1/8

P→A/B P→A/B P→A/B
0.17（3） 0.43（7.8） 0.74（13.4）

A/B→EA/EB A/B→EA/EB A/B→EA/EB
0.19（3.5） 0.46（8.4） 0.7（12.7）

0.5（9）
Cv

(Valve Effective area ㎜2)

5 port

SS5Y3-X460
SY3※20

SS5Y5-X460
SY5※20

SS5Y7-X460
SY7※20

C6： C8： C10：

Rc1/4
Rc1/4

C8（One-touch fitting φ8）

C10（One-touch fitting φ10）

Rc1/4
Rc1/8

C4（One-touch fitting φ4）

C6（One-touch fitting φ6）

C8（One-touch fitting φ8）

Rc1/8
M5×0.8

C4（One-touch fitting φ4）

C6（One-touch fitting φ6）
Rc1/8A,B Port

Port size

Valve stations
A・B port porting location

Single base／Base mount
Common SUP／Common EXH

2 to 20 stations ※2

Valve

Model
Applicable valve※1

Manifold type
P（SUP）・R（EXH）

 

 
 
 
■Features: 

Block supply air for individual valves 
Maintainability improves as it enables replacement of individual 
actuators or valves without stopping other equipment. 

 

 

 

 

 

 

 
■Specifications: 
 

 

 

 

 

 

 

 

  
*1: Please refer to the SYJ Series and SY Series Catalog for details on applicable valves. 
*2: For 10 stations or more (SS5Y7-X460= 5 stations or more）, pressurize P ports on both ends and exhaust from EA 
and EB ports. 

Model Port 
SS3YJ7-X5 3 port solenoid valve 

SS5Y※-X460 5 port solenoid valve 

Pneumatic circuit 

！ Contact our sales office regarding a delivery date or a price since this is a special model. 

Manifold with supply stop valve 
3 port solenoid valve／ SS3YJ7-X5 
5 port solenoid valve／ SS5Y※-X460

SMC CORPORATION 
4-14-1,SOTO-KANDA, 
CHIYODA-KU, 
TOKYO 101-0021, JAPAN 
URL: http://www.smcworld.com 



 
■How to Order： 
 
◇3 port 

SS3YJ7 - ※ ※ ※ - X5 
 
 
 
 
◇5 port 

SS5Y ※ - ※ ※ ※ - X460 
 
 
 
 
 
 

 

※As it is a manifold type, please select valves separately. 

Please refer to the standard product catalog for details on applicable valves. 
 

■Construction (Manifold with supply stop valve) 
 

 

 

 

 

 

 

 

 

◆Note: 
The purpose of the supply stop valve is to stop the supply pressure temporarily. 
Do not use it in the Normal Closed condition.  
(If it needs to be used in a N.C, please use a blanking plate) 

Manifold series 
3 SY3000 
5 SY5000 
7 SY7000 

 

P, EA, EP Port 
Thread type 

Nil Rc1/4 
F G1/4 
N NPT1/4 
T NPTF1/4 

 

Manifold stations 
01 1 Station 
： ： 

20 20 Stations

P, EA, EP Port 
Thread type 

Nil Rc1/4 
F G1/4 
N NPT1/4 
T NPTF1/4

 

Manifold stations 
01 1 Station 
： ： 

20 20 Stations
 

A screw to fix the needle in place Supply channel to the valve

Common supply channel 

Supply stop needle 

Plug 



■Dimensions: mm 

◇SS3YJ7-X5 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

L：Dimensions                                                    n：Stations 

 

 

 

 

 

 

※As it is a manifold type, please select valves separately. 

 

 

 

 



◇SS5Y3-X460 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

L：Dimensions                                                  n：Stations 

 

 

 

 

 

 

※As it is a manifold type, please select valves separately. 

 

 

 



◇SS5Y5-X460 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

L：Dimensions                                        n：Stations 

 

 

 

 

 

 

※As it is a manifold type, please select valves separately. 

 

 

 

 

 



◇SS5Y7-X460 

 

 

 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

L：Dimensions                                                   n：Stations 

 

 

 

 

 

 

※As it is a manifold type, please select valves separately. 

 

 
 

 
!  Caution To ensure the safest possible operation of this product, please be sure to read thoroughly 

the “Safety Instructions” in our “Best Pneumatics” catalog before use. 
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