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！  Contact our sales office for delivery dates and prices as this is a special model. 

P.G.Information (Specialized Product)  

 
 
 
 
■Features: 
 

Certified for explosion proof (flameproof) product by Korean 
agency KOSHA. 

[Certification no： 09-AV4BO-0325] 

 

   

50-VFE Series (5 port): -X100          50-VPE Series (3 port): -X100 
Note) Please note that this product cannot be used as an explosion proof specification valve outside 

of Korea. 

 
■Specifications / Dimensions： 
 
All specifications except the above explosion proof (flameproof) construction are the 

same as the standard product.  

Please see the catalogues of standard 50-VFE/VPE series for the details of the 

specifications and external dimensions. 

Model no. Explosion-proof construction 

Part number suffix: -X100
Exd II T4 

KOSHA explosion proof 
(flameproof) enclosureNote) 

Explosion proof (Flameproof) solenoid valve 
50-VFE-X100 Series / 50-VPE-X100 Series 

KCs marking 
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■How to Order: 
 
50-VFE Series 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

－X100 

耐 圧 防 爆 形  

 

Explosion proof (Flameproof)



!   Caution To ensure the safest possible operation of this product, please be sure to thoroughly read  
 the “Safety Instructions” in our “Best Pneumatics” catalog before use. 

50-VPE Series 
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Explosion proof (Flameproof) 


