
SP121X-020E
P:  RQ 

！   Contact our sales office for delivery dates and prices as this is a special model. 

P.G.Information (Specialized Product)  

 
 
■Features: 

 

 
 

 

 

■Specifications: 

 
 
 
■How to Order 

◇SY∗∗∗∗-X484 

 
 
 
 
 
 
 
 
 
 

Model No. Manual 
Part number suffix:-X484 Push button (mushroom head) type

5 Port Solenoid Valve / SY Series 

Series 
3 SY3000 
5 SY5000 
7 SY7000 

Pilot type 

Body type 
20 Type 20 
40 Type 40 
60 Type 60 

Rated voltage 

Electrical entry 

Note) Except D and Y types 

Light/surge voltage 
suppressor 

Port size 

Thread type 

Bracket 

Type of actuation 

SY ∗ ∗ ∗ 0 ∗ ∗ - ∗ ∗ ∗ - ∗ ∗ ∗ - ∗ -X484 

Push button 
type 

Coil type 

SMC CORPORATION 
4-14-1,SOTO-KANDA, 
CHIYODA-KU, 
TOKYO 101-0021, JAPAN 
URL:  http://www.smcworld.com 

Meet demand for frequent 
manual operation! 

- Push button (mushroom head) type 
manual override is available. 

Specifications other than those mentioned in Features are the 
same as the standard product. 
Refer to the catalog of the standard SY series for detailed 
specifications. 

Note) Refer to the catalog of the standard SY series for details of each item. 



■Dimensions:  mm 

�SY3∗∗0-X484 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

* The diagram represents SY3120-5G-M5-X484. 

φ5.6 

Lead wire length:Approx.300

Manual

(Non-locking)

(A,B port) 

(For manifold mounting) 

(P,EA,EB port) 

(For positioning manifold gasket)

* The diagram represents SY3120-5G-M5-X484.



�SY5∗∗0-X484 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

* The diagram represents SY5120-5G-01-X484. 

 

 

 

 

 

φ5.6 

Lead wire length:Approx.300 

Manual

(Non-locking) (For manifold mounting) 

(A,B port) 

(P,EA,EB port) 

2×φ2.2 Existing hole 

(For positioning manifold gasket) 



!   Caution To ensure the safest possible operation of this product, please be sure to thoroughly read  
 the “Safety Instructions” in our “Best Pneumatics” catalog before use. 

�SY7∗∗0-X484 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

* The diagram represents SY7120-5G-02-X484. 
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φ5.6 

Lead wire length:Approx.300 

Manual
(Non-locking) (For manifold mounting) 

(A,B port) 

(EA,EB port) 

(P port)

(For positioning manifold gasket) 

2×φ2.2 Existing hole 


