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！  Contact our sales office for delivery dates and prices as this is a special model. 

P.G.Information (Specialized Product)  

 

 
 
 
■Features: 

 

Certified for explosion proof (flameproof) product by Korean 

agency KOSHA. 

[Certification no： 11-AV4BO-0013] 

 

   

 
 
 
 
 

 
. 

 

■Specifications / Dimensions： 

 
 

 

 

 

 

 

Model no. Explosion-proof construction 

IP8000-X113（Lever type） 

IP8100-X114（Rotary type） 

Ex  dⅡB  T5 

KOSHA explosion proof  

(flameproof) enclosure
Note) 

Electro-Pneumatic Positioner 

IP8000-X113 / IP8100-X114 

SMC CORPORATION 
4-14-1,SOTO-KANDA, 

CHIYODA-KU, 
TOKYO 101-0021, JAPAN 
URL http://www.smcworld.com 

 

Note) Please note that this product cannot be used as an explosion proof specification valve outside  

of Korea. 

 

Enlargement of Explosion Proof Label (Rotated 180) 

All specifications except the above explosion proof (flameproof) construction are the 

same as the standard product. 

Please see the catalogues of standard IP8000 series for the details of the specifications  

and external dimensions. 

 



I P 8000 - 0 3 1 - - - X113

0 Nil

1 1

2 4

3

Nil

A

B

Electric

G1/2

G1/2

G1/2

Air

Rc1/4

G1/4

1/4NPT

For stroke 35 to 100㎜ with lever unit

（Standard lever is not attached.）
E

For stroke 50 to 140㎜ with lever unit

（Standard lever is not attached.）

Compensation spring（A）
(It is mounted to the body as a replacement of

  the standard compensation spring.)

G

F

1
None（Standard）

φ0.7Output restriction with pilot valve

φ1.0Output restriction with pilot valve

None

0.2MPa

0.3MPa

1.0MPa

With terminal box

ExdⅡBT5

Lever type

Pressure gauge
（SUP，OUT1）

Construction Accessories

Connction

■How to Order: 

・IP8000-X113 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Note 1) 

        If two or more accessories are required, the part numbers 

        should be made according to alphabetical order. 

 

Note 2) 

The connections, M, 2, 3, 5 and 6, are not selectable when a 

        terminal box is attached. 



!   Caution To ensure the safest possible operation of this product, please be sure to thoroughly read  

 the “Safety Instructions” in our “Best Pneumatics” catalog before use. 

  

I P 8100 - 0 3 1 - - - X114

0 Nil

1 1

2 4

3

Nil

A

B

C

D

H

0.2MPa 1/4NPT G1/2

G

Compensation spring（A）
(It is mounted to the body as a replacement of

  the standard compensation spring.)

0.3MPa G1/4 G1/2

1.0MPa

φ1.0Output restriction with pilot valve

Air Electric

None Rc1/4 G1/2

Fork lever-type assembly M

Fork lever-type assembly S

With external scale plate

1
With terminal box

ExdⅡBT5

None（Standard）

φ0.7Output restriction with pilot valve

Rotary type

Pressure gauge
（SUP，OUT1）

Construction Accessories

Connction

・IP8100-X114 
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Note 1) 

     If two or more accessories are required, the part  

Numbers should be made according to alphabetical order. 

 

Note 2) 

The connections, M, 2, 3, 5 and 6, are not selectable when a 

terminal box is attached. 


