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P.G.Information (特定開発品情報) 
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A nticorrosive treatment for copper tube

With a motor type auto drain
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Single-phase
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10

20

23

Single-phase AC100V(50Hz)

100～110V(60Hz)

Single-phase AC200V(50Hz)

２00～220V(60Hz)

Single-phase AC230V(50Hz)

（IDU Series Only）

1.5kw

2.2kw

3.7kw

5.5kw

Refrigerant
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Series Size

Air

compressor

size

Symbol Voltage

Size

2
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6

Voltage

10

20

23

Symbol

Nil None

20

Single-phase

AC200V

A Cool compressed air output

Size

C

R

T

S

With a terminal block for power supply,

operating/error signal and remote operation

Power supply terminal block connection

(Voltage symbol 10 only）

!   Caution To ensure the safest possible operation of this product, please be sure to read thoroughly the 

“Safety Instructions” in our “Best Pneumatics” catalog before use. 

  

 

 

 
■Features: 
Auto drain normally closed compliant! 

- Prevents air leakage from auto drain at a low pressure 

- Suitable for small flow rates or low pressures of compact compressors, etc. 

 

 

■Specifications / Dimensions: 

Specifications other than those mentioned in Features are the same as the standard 

product. 

Refer to the catalog of the standard IDF/U series for detailed specifications and 

dimensions. 

 

■How to Order: 

 

 

 

 

Model Specifications 

IDF/U-X118 Auto drain normally closed 

Refrigerated Air Dryer / IDF/U-X118 
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！  Contact our sales office for delivery dates and prices as this is a special model. 
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Auto drain normally closed compliant! 
 - Prevents air leakage from auto drain at low pressures 

 - Suitable for small flow rates or low pressures of compact compressors, etc. 

Specifications other than those mentioned in Features are the same as the standard product. 

Refer to the catalog of the standard IDF/U series for detailed specifications and dimensions. 


