
Switch bracket (Resin)
Transparent (Nylon) Note 1)

White (PBT)

a

e

Auto switch

Switch holder
b

Auto switch
mounting screw

d

Auto switch mounting band
c

Auto switch model
Bore size (mm)

20 25 32 40 50 63 80 100
D-M9(V)
D-M9W(V)
D-A9(V)

BMA3-020
(A set of a, b, c, d)

BMA3-025
(A set of a, b, c, d)

BMA3-032
(A set of a, b, c, d)

BMA3-040
(A set of a, b, c, d)

BMA3-050
(A set of a, b, c, d)

BMA3-063
(A set of a, b, c, d)

— —

D-M9A(V) BMA3-020S
(A set of b, c, d, e)

BMA3-025S
(A set of b, c, d, e)

BMA3-032S
(A set of b, c, d, e)

BMA3-040S
(A set of b, c, d, e)

BMA3-050S
(A set of b, c, d, e)

BMA3-063S
(A set of b, c, d, e)

— —

∗ Band (c) is mounted so that the projected part is 
on the internal side (contact side with the tube).

Auto Switch Mounting Brackets/Part No.

Note2

Note1

Note1

Since the switch bracket (made from nylon) are affected in an environment where alcohol, chloroform, 
methylamines, hydrochloric acid or sulfuric acid is splashed over, so it cannot be used. 

Please contact SMC regarding other chemicals.

Note2

As the indicator LED is projected from the switch unit, indicator LED may be damaged if the switch bracket is fixed 
on the indicator LED.


